
Specifications Value Unit of Measurement Standard
Wire ultimate tensile strength per unit 450* N/mm2

Spot welding resistance 573 N UNI-EN 10223-7

Min. zinc coating 40 g/m²

Ø tolerance of the galvanized wire ± 0.040 mm UNI-EN 10218-2

Tips ± 3.00 mm

Tolerance:
- Single mesh
- Sheet squaring
- Orthogonality of cross wire
- Flatness
- Sheet size

pattern of 76 mm
± 3,00

0.7% of the height
1% of the sheet size

± 3.00

mm

mm

UNI-EN 10223-7

(*) The values refer to the wire before producing the mesh
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Mesh made of zinc-plated steel with reinforcing function for concrete.
It is made up of wires Ø 2 mm and 76x76mm pattern.

Ø Mesh Mesh spacing Weight Code
2 mm 76 x 76 mm 0,55 Kg/m2 1092010

SHEET COMPOSITION
MESH COMPOSITION

Internal External
H (mm) L (mm) Area (m2) Spacing Vertical Horizontal Spacing Vertical Horizontal

990*  874** 1978*  1862** 1,628** 76 x 76 mm n° 10 n° 23 114 x 114 mm n° 1 n° 1

(*) Nominal sheet size   (**) Useful dimension after overlap
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