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Linear diffuser made of galvanised sheet metal with anodised 
aluminium grille for supply or extract of room air.

•	Ceiling or wall installation
•	Adjustment of the air flow rate
•	Maximum flow rate 150 m3/h
•	Thermal insulation in closed cell polyethylene
•	Optional filters

Possible pre-arranged connections:
•	5 connections or Duo White 75 or 90 duct
•	3 connections for DN 100 duct
•	1 connection for DN 125 duct

Diffusore lineare in lamiera zincata con griglia in alluminio 
anodizzato per la mandata o la ripresa dell’aria ambiente.

•	Installazione a soffitto o parete
•	Regolazione della portata d’aria
•	Portata massima 150 m3/h
•	Isolamento termico in polietilene a cellule chiusa
•	Filtri opzionali

Connessioni predisposte:
• 5 attacchi RDW per Tubo Duo White 75/90
•	3 attacchi per tubo DN 100
•	1 attacco per tubo DN 125

PLA-80

Misure - Size Cod.
PLA-80 860x240x115 mm 7046434
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DIFFUSER PRESSURE DROP

AIR REGULATION AND FILTERING

PERDITE DI CARICO DIFFUSORE

REGOLAZIONE E FILTRAGGIO DELL’ARIA

Velocità aria in ingresso/uscita - Inlet/outlet air speed [m/s]

Pe
rd

ita
 d

i c
ar

ic
o 

- P
re

ss
ur

e 
dr

op
 [P

a]

0

2

4

6

8

10

12

14

16

18

20

22

24

26

28

Portata aria - Air �ow rate  [m3/h]
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FLUSSO IN ESTRAZIONE (PLA-80+�ltro)
EXTRACTION FLOW (PLA-80+�lter)

FLUSSO IN IMMISSIONE (PLA-80)
SUPPLY FLOW (PLA-80)
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The air flow rate can be adjusted by changing the position of 
the deflector blades (1) on the diffuser (2).
The filtering body (3) is fixed inside the plenum and secured 
by means of magnets (4). For maintenance and cleaning 
operations, after removing the diffuser (A), simply turn (B) 
and remove the filtering body (C). 

E’ possibile regolare la portata del flusso dell’aria modificando 
la posizione delle alette deflettrici (1) sul diffusore (2).
Il corpo filtrante (3) è fissato all’interno del plenum e 
bloccato tramite l’utilizzo di calamite (4). Per le operazioni 
di manutenzione ed eventuale pulizia, dopo aver rimosso 
il diffusore (A), è sufficiente ruotare (B) ed estrarre il corpo 
filtrante (C). 
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