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ADHESIVE INSULATION STRIP
GUAINA ISOLANTE ADESIVA

DESCRIPTION

Closed cell expanded elastomer via extrusion, manufactured without CFC. This product 
is supplied with self-adhesive backing,  acrylic glue ensure its performances up to 80°C, 
supporting film made of low density polyethylene 70 μm. This insulation it is used in air 
distribution systems to avoid the condensation. Color: Black

APPLICATION EXAMPLES

DESCRIZIONE

Elastomero espanso estruso a celle chiuse, prodotto senza l’ausilio di CFC.  La guaina 
è fornita autoadesiva con rete antiallungamento, il collante utilizzato è un’acrilico 
con buon comportamento termico fino a 80 °C, il supporto è un film di polietilene 
in bassa densità da 70 μm. La guaina viene utilizzata negli impianti di distribuzione 
dell’ aria per l’isolamento delle parti soggette a formazione della condensa.
Colore: Nero

•	 h. 50 mm
•	 Spessore 3 mm
•	 Rotolo: 10 m

•	 h. 50 mm
•	 Thickness 3 mm
•	 Roll: 10 m

Applicare la guaina sulle parti non isolate delle linee di Aspirazione/
Espulsione aria esterna e Immissione aria ambiente 
onde evitare eventuali fenomeni di formazione della condensa

Apply the tape on the not-insulated parts in Inlet/Expulsion from outside 
and Room inlet lines as to avoid condensation.

ESEMPI DI APPLICAZIONE

PROPERTIES / CARATTERISTICHE VALUE / VALORE UNIT / 
U.M.

STANDARD / 
NORMA

Density / Densita’ ≤60  Kg/m³ DIN 53420

Max Working Temperature / Temperatura Max Dei Fluidi Trasportati + 105 °C /

Min Working Temperature / Temperatura Min Dei Fluidi Trasportati - 45 °C /

Thermal conductivity / Conducibilita’ Termica  λ - 40 °C 0,028  W/(m·K) DIN 56613

Thermal conductivity / Conducibilita’ Termica  λ + 50 °C 0,040  W/(m·K) DIN 56613

Resistance to the steam diffusion / Permeabilita’ Al Vapore ≥ 7000 µ DIN 52615

Fire Resistance / Resistenza Al Fuoco CLASS 1 / CLASSE 1 / UNI 9174 – UNI 8457

Ozone Resistance / Resistenza All’ozono Excellent / Eccellente / UNI 4905

Dimensional Stability (shrinkage) / Ritiro Dimensionale Internal Control / Controllo Interno % Da 0,3 a 0,5

Adhesiveness / Adesività 1200 g/in

Tack 5 cm

Shear 5 hour / ore

Cod. 6512011
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